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FIRE HYDRANT VALVE

FLOW CONTROL

LEADING THE FIGHT AGAINTS FIRE

BRITISH STANDARDS
INSTITUTION APPROVAL

LISTED
e

SINGAPORE APPROVAL

CERTIFIED.

SPECIFICATION 1ISO 9001:2000

Body . Copper Alloy to BS 1400

Handwheel : Grey Cast Iron to BS 1452

Inlet * Flanged or BSP screw thread

Outlet . Female instantaneous to BS 336 and other connections

Pressure Test : 22.5 bar
Manufacture and certified to BS 5041 Part 1x
Nominal size: DN50 2” ; DN65 2.1/2” ; DN80 3”.

ANGLE VALVE - INDOOR FIRE HYDRANT
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1. MATERIALS:
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1 O-Ring Rubber NBR/EPDM 7 O-Ring Rubber NBR/EPDM

2 Adaptor Aluminum 8 Shaft Stainless Steel | A240 304/316

3 O-Ring Rubber NBR/EPDM 9 Pin Stainless Steel [A182 304/316/410

4 O-Ring Rubber NBR/EPDM 10 Disc DI + Rubber |A536+NBR/EPDM

5 Handwheel Ductile Iron AL36 11 Body Ductile Iron Ab36

6 Bonnet Ductile Iron A536 12 Screw Stainless Steel |A182 304/316/410
Painting Epoxy powder coating

2. DIMENSION
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